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EACH CLIENT DEVICE 
2WA ESTABLISHES A NETWORK 

CONNECTION WITH THE SERVER. 



EACH CLIENT DEVICE 
SENDS A PRESENCE 
MESSAGE TO THE SERVER. 
OPTIONALLY. EACH CLIENT 
DEVICE MAY PROVIDE A 
CONTACT LIST TO THE SERVER. 



THE SERVER PROVIDES 
A CURRENT PRESENCE STATUS 
TO EACH CLIENT DEVICE. 
OPTIONALLY, THE SERVER 
MAY PROVIDE A CONTACT 
LIST TO EACH CLIENT DEVICE. 
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THE SERVER GENERATES ONE 
OR MORE MULTICAST ADDRESSES 
BASED ON THE CONTACT LISTS 
OF CLIENT DEVICES. 






THE SERVER 
LEAST ONE MUL 
TO EACH CL 


PROVIDES AT 
TICAST ADDRESS 
lENT DEVICE. 
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EACH CLIENT DEVICE CONFIGURES 
ITSELF TO RECEIVE MULTICAST 
MESSAGES SENT TO THE 
MULTICAST ADDRESS{ES). 
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A CLIENT DEVICE SENDS 
A PRESENCE MESSAGE 
TO THE SERVER. 
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THE SERVER SENDS MULTICAST 
MESSAGES ABOUT THE CLIENT 
DEVICES TO THE MULTICAST 
ADDRESS(ES). 
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EACH CLIENT DEVICE EXTRACTS 
RELEVENT INFORMATION 
FROM THE MULTICAST 
MESSAGES, IF NECESSARY. 
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STEP 230 
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DETERMINE CROSS-CORRELATION 
BETWEEN BUDDY LIST ENTRIES. 



FILTER OUT CLIENT DEVICES THAT 
APPEAR IN FEW BUDDY LISTS OR LESS. 
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DETERMINE THE NUMBER OF MULTICAST 
JJOH ADDRESSES ("N") AVAILABLE FOR 
ASSIGNMENT. 
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CLUSTER THE CLIENT DEVICES 
INTO N CLUSTERS. 
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